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*(WN) – for balanced ventilation systems
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500/R/8-8/45/400

500/R/8-8/50/230

560/R/3-6/40/230

560/R/6-6/40/230

560/R/6-6/35/400

560/R/6-6/45/230

560/R/6-6/45/400

560/R/8-8/40/230

560/R/8-8/35/400

630/R/10-10/50/230/L

630/R/8-8/40/230

630/R/8-8/35/400

630/R/8-8/45/400

710/R/5-5/40/230/L

710/R/5-5/40/400/L

710/R/5-5/35/400

710/R/5-5/40/400

Model

1350 obr/min

1350 obr/min

1350 obr/min

1350 obr/min

1350 obr/min

1350 obr/min

1350 obr/min

1400 obr/min

1350 obr/min

1400 obr/min

1350 obr/min

1350 obr/min

1400 obr/min

1350 obr/min

1350 obr/min

1350 obr/min

1400 obr/min

1350 obr/min

1400 obr/min

1350 obr/min

1400 obr/min

900 obr/min

1350 obr/min

1400 obr/min

1400 obr/min

900 obr/min

900 obr/min

1400 obr/min

1350 obr/min

Rotational 
speed

34550 m /h
34400 m /h
35350 m /h
35120 m /h
36000 m /h
36890 m /h
37320 m /h
37790 m /h
37690 m /h
37940 m /h
38880 m /h
38310 m /h
39820 m /h
310200 m /h

38850 m /h
39830 m /h
38880 m /h
311400 m /h
311900 m /h
310800 m /h

39960 m /h
312800 m /h
313500 m /h
312200 m /h
316600 m /h
315800 m /h
315800 m /h
321500 m /h
323800 m /h

Performance

0,25 kW

0,25 kW

0,15 kW

0,15 kW

0,15 kW

0,25 kW

0,37 kW

0,37 kW

0,25 kW

0,37 kW

0,37 kW

0,37 kW

0,55 kW

0,55 kW

0,25 kW

0,37 kW

0,37 kW

0,55 kW

0,55 kW

0,55 kW

0,55 kW

0,55 kW

0,75 kW

0,75 kW

1,1 kW

0,55 kW

0,55 kW

1,5 kW

2,2 kW

Power

1,3 A

1,3 A

1,8 A

1,8 A

1,3 A

1,8 A

2,8 A

1,2 A

1,8 A

1,2 A

2,8 A

2,8 A

1,3 A

4,0 A

1,8 A

2,8 A

1,2 A

4,0 A

1,3 A

4,0 A

1,3 A

3,9 A

4,7 A

2,2 A

3,0 A

4,3 A

2,3 A

4,3 A

5,8 A

Current

61 dB(A)

61 dB(A)

65 dB(A)

64 dB(A)

63 dB(A)

66 dB(A)

67 dB(A)

69 dB(A)

65 dB(A)

66 dB(A)

68 dB(A)

67 dB(A)

70 dB(A)

71 dB(A)

64 dB(A)

66 dB(A)

64 dB(A)

70 dB(A)

70 dB(A)

68 dB(A)

67 dB(A)

68 dB(A)

69 dB(A)

70 dB(A)

73 dB(A)

68 dB(A)

68 dB(A)

75 dB(A)

75 dB(A)

Acoustic 
pressure

355/K/8-8/45/230

400/K/8-8/45/230

450/K/8-8/45/230

500/K/8-8/35/400

500/K/8-8/40/230

500/K/10-10/50/400/L

560/K/8-8/40/230

600/K/8-8/40/230

630/K/8-8/40/230

630/K/8-8/50/230/L

630/K/8-8/35/400

630/K/10-10/50/400/L

710/K/5-5/45/400/L

710/K/5-5/32,5/400/L(WN)*

740/K/3-6/45/400/L(WN)*

820/K/3-9/45/400/L

900/K/6-12/29/400/L

Model

1350 obr/min

1350 obr/min

1350 obr/min

1400 obr/min

1350 obr/min

900 obr/min

1350 obr/min

1350 obr/min

1350 obr/min

900 obr/min

1400 obr/min

900 obr/min

900 obr/min

900 obr/min

900 obr/min

900obr/min

900 obr/min

Rotational 
speed

33540 m /h
35120 m /h
37320 m /h
37570 m /h
38310 m /h
37010 m /h
310800 m /h
312300 m /h
313500 m /h
312000 m /h
312200 m /h
312800 m /h
317200 m /h
312900 m /h
317000 m /h
322400 m /h
321500 m /h

Performance

0,37 kW

0,37 kW

0,15 kW

0,25 kW

0,37 kW

0,25 kW

0,55 kW

0,75 kW

0,75 kW

0,55 kW

0,75 kW

0,55 kW

0,75 kW

0,37 kW

0,55 kW

0,75 kW

0,75 kW

Power

1,3 A

1,8 A

2,8 A

1,2 A

2,8 A

0,75 A

4,0 A

4,7 A

4,7 A

4,3 A

2,2 A

2,3 A

2,7 A

1,4 A

2,3 A

2,7 A

2,7 A

Current

60 dB(A)

64 dB(A)

67 dB(A)

66 dB(A)

67 dB(A)

56 dB(A)

68 dB(A)

69 dB(A)

67 dB(A)

66 dB(A)

68 dB(A)

61 dB(A)

66 dB(A)

66 dB(A)

67 dB(A)

69 dB(A)

72 dB(A)

Acoustic 
pressure



Exhaust chimneys
for pigs and poultry houses

Contact:

B

C

A

D

high e�ciency with low power consumption
easy and fast installation
perfectly tight (no leaks to the inside)      
easy to opertate
corrosion- and frost-resistant
perfectly �tted to di�erent roofs
�berglass roof panel, impact-resistant
chimney roof panel adjustable to any roof slope
de�ector height and shape facilitate elimination of 
unpleasant smells 
high and properly shaped de�ector allows to 
obtain maximum e�ciency
use of de�ector reduces noise and increase 
e�ciency by 15%

630/K/5-5/38,5/230/L
630/K/5-5/38,5/400/L

820/K/3-6/38,5/230/L
820/K/3-6/38,5/400/L

910/K/3-6/37,5/230/L
910/K/3-6/37,5/400/L

item number 4155
item number 4156

item number 4165
item number 4166

item number 4170

item number 4170-01

630/K/5-5/38,5/230/L
630/K/5-5/38,5/400/L

type

0,37 kW

0,37 kW

power

0,55 kW
0,55 kW

920 obr.

890 obr.
940 obr.

900 obr.

11600 m3/h

11800 m3/h
19500 m3/h
19700 m3/h

rotational
speed

e�ciency 
0 Pa

e�ciency
30 Pa

voltage

10500 m3/h
10700 m3/h
17000 m3/h
17100 m3/h

2,7 A
1,4 A
3,9 A
2,3 A

820/K/3-6/38,5/230/L
820/K/3-6/38,5/400/L

0,75kW
0,75 kW

900 obr.
900 obr.

24600 m3/h
24600 m3/h

21800 m3/h
21800 m3/h

4,8 A
2,7 A

910/K/3-6/37,5/230/L
910/K/3-6/37,5/400/L


